76 ‘ Copper data cables

Megaline” F6-90 S/F flex

Category 7

LEONI

Type KS-02YSCH 4x2xAWG 27/7 PIMF

Construction for 4P

= Better than Category 7

= bandwidth 900 MHz

m excellent shielding
characteristics

® VDE certified

= RoHS and REACH conformity

Conductor Bare stranded copper wire, AWG27/7

Insulation Cellular PE, core-diameter: max. 1.0 mm
Twisting element  Pair

Aluminium bonded polyester foil,
metal on the outside (PIMF)
4 pairs

Individual shielding

Twisting

Overall shielding  Tinned copper braid

Outersheath halogen-free, flame-retardant compound

Security (fire behaviour)

Fire behaviour 3 5
Flame retardancy acc. to [EC60332-1-2 IEC-60332- EFP EFP
Halogen free acc. to [EC 60754-1/2 1 324 Grade 1 Grade2
Smoke density acc.to [EC61034-1/2 S EC o032
Fire load (reference value) 0.33 MJ/im

. Eca/Dca C B2
EU Construction Products Regulation acc. to EN 50575 /EN 50399

Performance (cable class, bandwidth

Performance
Better than Category 7 acc. to EN 50288 and IEC 61156 (I‘ . cll . cl‘ E a 5 .
excellent NEXT, excellent shielding characteristics (pairs and overall shielding), e dREE P § SRSl
Tow skew, bandwidth (typical) 900 MHz >250MHz  >500 MHz >1000 MHz  >1200 MHz

Application (ethernet, TV)

Applications
Connection cable and patch cord for use in structured cabling acc. to 1 2 3 5
1SO/IEC 11801 and EN 50173 (3rd Edition). S100MbE  >1GbE  upto10GbE >10GbE
Ideal for all applications of Classes DtoF, , data, voice) w
>10 GbE acc. to IEEE 802.3 an, cable sharing, VoIP, POE/POE+4PPoE.
Construction (conductor di tensile strength)
Mechanical characteristics
Bending radius in operation 5 x outer diameter (min.) C 2 a 2
Tensie strength (max) 20N AWG26/25 AWG24  AWG23  AWG22
EMC (coupling at
Electromagnetic behaviour
Coupling resistance at 10 MHz (nom) sma/m
Shield attenuation up to 1000 MHz (nom) ~ 60 dB. 1 2 3 4
Coupling attenuation up to 1000 MHz (nom.) 80dB >40dB | >50dB = >60dB | >70dB
Separating class acc. to EN 50174-2 d
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Electrical characteristics (HF) at 20 °C

Copper data cables | 77

Frequency | Attenuation NEXT PS-NEXT ACR PS-ACR EL-FEXT PS-ELFEXT RL

MHz dB/10m dB d8 dBat10m dBat1om dBat10m dBat 10m dB
typ. | Cat7 | typ. | Gat7 | typ. | Cat7 | typ. | Cat.7 | typ. | Cat7 | typ. | Cat.7 | typ. | Cat7 | typ. | Cat.7
max. min* min.* min.* min.* min.* min.* min*
1 026 | 029 | 95 80 92 77 95 80 |9 77 92 |80 89 |80 28 -
10 083 | o085 |94 |80 9 77 9 |79 91 77 |84 7 |8 7 207 |25
100 274 | 278 | 90 72 87 69 |88 70 [8 |6 70 54 |67 51 35 | 201
200 39 | a0 [87 |68 [84 |65 83 64 |80 [65 |60 |48 57 45 33 18
250 439 | 453 | 85 66 82 63 81 62 7 |6 56 | 46 53 ) 316 | 173
500 621 | 662 |78 |62 75 59 72 55 69 59 52 40 49 37 |28 | 173
600 691 | 733 | 76 61 7 58 6 53 66 58 |48 38 45 35 271 | 173
700 7.48 - 75 - 72 - 67 - 64 - 34 - 31 - 26.4 -
800 806 | - |7 - |e - |es - | B E B ED - [ -
900 862 | - |70 - [ - e K] - [ - 8 - [ e -
* EN 50288-4-2 (2014)/ IEC 61156-6 (2010)

Electrical characteristics (LF) at 20 °C Cable printing

Direct current resistance max. 170 Q/km LEONI MegalLine F6-90 S/F flex 4P H "CPR Class" "DoP no."

Insulation resistance min. 5GQx km "VDE mark" "Made in Germany "Batch number" "Metre marking"

Mutual capacitance approx. 44 pF/m

Signal tempo (c) approx. 078 Colour code

Propagation delay approx. 430ns/100 m WH/BU, WH/OG, WH/GN, WH/BN

Skew at 100 MHz approx. 2.5n5/100m

Charact. impedance at 100 MHz 100£50Q Certificates and approvals

Testing voltage Uy 1000V Quality mark with production control: <[VDE[>

Operating voltage max. 12s5v Link performance: LEONI Megal.ine® systems

and other commonly available connector systems

Thermal properties Test certificates: according to DIN 55350-18-4.2.1 or EN 10204

For fixed installation -20°Cto +60 °C Compliant with LVD (2014/35/EU): (€

For mobile operation 0°Cto+50°C

Chemical characteristics

Free of hazardous substances acc. to RoHS 2011/65/EU

Compliant withConstruction Products
Regulation (EU/305/2011): €

Outer@approx. _ Weightapprox. _ Copperno.* CPR class DoP no. Sheath colour
Dimension Order no.
mm kgrkm kgrkm
Light grey LKD 7KS7 0014 xx0cx
Rape yellow LKD 7KS7 0015 xa0cx
4 57 34 7 D..s2d2al CDESK0000022 | @ Turquoise green | LKD 7KS7 0016 xxxx
@ Sky blue LKD 7KS7 0017 xo0ex
®Firered LKD 7KS7 0018 x0xx

Packaging: xucx

Standard length: 0100= 1000m  0050=500m  0000= general
* see page 17: Definition of copper no.
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